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Conveyor Type
(Standard Type)

IMechanical Spe0|f|cat|ons

Tunnel Size |Width / Geniglik 300mm
Tunel Olgiisd |Height / Yikseklik 80 100 150 200
Aperture | Width / Genislik 270mm
Aralik  |Height / Yaksekiik 50 70 120 170
[ NMD530-35Series | 3510 | 3515 | 3520 | 3525 |
Tunnel Size |Width / Geniglik 350mm
Tunel Olgiisil | Height / Yikseklik 100 150 200 250
Aperture  Width / Geniglik 320mm
Aralik Height / Yaksekiik 70 120 170 220
4010 | 4015 4020 4025
Tunnel Size | Width / Geniglik 400mm
Tunel Olgiisii  Height / Yiksekiik 100 150 200 250
Aperture  |Width / Geniglik 370mm
Aralik  Height / Yikseklik 70 120 170 220
5025 | 5030 |
Tunnel Size Wldth | Geniglik 500mm
Tunel Olgist  |Height / Yiikseklik 150 200 250 300
Aperture | Width / Geniglik 470mm
Aralik Height / Yakseklik 120 170 220 270
NMD530-60 Series 6015 6020
Tunnel Size | Width / Geniglik 600mm
Tunel Olgiisil |Height / Yakseklik 150 200 250 300
Aperture  Width / Geniglik 570mm
Aralik Height / Yakseklik 120 170 220 270

It is an appropriate model for ultra-sensetive and precise metal detection
required in the pharmaceutical factory. It is easy to install and applicable to
various types of production line due to its compact size and simple desorption
of both a chute and a rejector is possible for easy repair and cleaning.

i ilag fabrikasinda istenilen tam metal algilama ve ultra hassasiyet icin uygundur.
¥ r Kurulumu kolaydir. Kompakt dl¢usii nedeniyle birgok drin tipine uygulanabilir.
} Kapaginda basit birakma ve rejektor icin kolay tamirat ve temizlik mimkanddr.

| Sensitivity / Hassasiyet :

Fo 02mm | 0%mm | 03mm 05mm

SUS304 03mm 0.45mm 0.6mm 09mm
*The aby ivity is based on our dard,
+The ab itivity is subject to the condition of a test product and installation environment.

| Specification / Ozellik

Width "~ 9mm i

. IIEED | e 25mm 40mm
& Width 80mm 80mm
’ BT | e T mm

Capacity (Min.) | Max. 10,000 tablets (It is subject to the size of the capsule.)
Power Supply | Single 220VAC 50Hz~60Hz
Rejecting System | Diverter

It is suitable for detecting powder typed goods produced in food and chemical
factory where a free fall type product line is set up using a hopper and a chute
Dusmeli Model Its operation is simple and the diverter is quickly activating is possible.

Serbest diisme gida veya beslenme hunisi ve oluk kullanarak serbest diisme
tipi Griin hatti ayarinin yapildigi kimyasal fabrikalarda dretilmig toz drinlerin

algisi igin uygundur. Galitirimasi kolaydir. Aynigtirma metal algisindan hemen
sonra aktif olur. Boylece hem gabuk hem dogru metal algisi mimkin olur.

| Sensitivity / Hassasiyet

Fe 0.3mm 0.4mm 0.7mm 10mm
SUS304 0.5mm 0.7mm 0.9mm 1.3mm
“The above sensiivity is based on our testing standard.
+The above sensitivity is subject to the condition of a test product and i

| Specification / Ozellik

Pipe Inner Diameter 40mm 60mm 80mm 110mm

Power Supply 2p~3p, AC220~380V, 50~60Hz
| . . Recommended Rejecting Methad Diverter

7" TFT LCD Renkli
Dokunmatik Ekran

Faz izleme Fonksiyonu

Estetik ve Uygunluk Dikkate Alinarak Yapilan
Dig Tasarim

Gugli Dayanikhhk

Kolay Bant Degistirme

Plastie Chain Belf Urethane-Bg
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Cok Frekansli ( 8 Tip ) Caligtirma

Amaca Gore Bant
Tipi Segme
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Denetleme Maddelerinin
Otomatik Ayar Fonksiyonu
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